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OUTPUT V. OUTPUT

COMPATIBILITY
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RF (2.4 GHz) 30 m 1x CR2032 Touch Slide 0%-100% CTLRF NEW 1/100 € 46,00

100-240 V/AC 100-240 V/AC SIGNAL 0/1-10 V (20 mA) 0/1-10 V - Push-Dim DIM-010 NEW 1/60 € 58,00

OUTPUT

INPUT V.

DISTANCE BATTERY

Push Switch

0/1-10 V
Dimmable
Driver
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RF Remote
CTLRF

Single color
LED panel

DIM-010

NEW PANNELLI - ACCESSORI

CONTROLLO
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Ø22 Daylight Sensor Driver 1-10 V DRIMPQ42 SENSDL1-10 1/100 € 66,00

Telecomando RF Touch Slide con supporto a parete magnetico
RF Touch Slide remote control with magnetic wall support

Sensore che integra la luce diurna. 
Regolando il livello di luce desiderato, 
il sensore miscela la luce proveniente 

dall’esterno mantenendo sempre la 
stessa luminosità nella stanza.

Daylight sensor adjusting the light 
coming from outside maintain

the same brightness in the room.

SENSORE
DAYLIGHT

Parete / Wall 220-240 V/AC 400 W Da 10 Sec. ± 3 Sec. a 15 Min. ± 2 Min. SENS1-18044 1/30 € 19,00

TEMPO DI ACCENSIONE / IGNITION TIME

TEMPO DI ACCENSIONE / IGNITION TIME

TEMPO DI ACCENSIONE / IGNITION TIME

TEMPO DI ACCENSIONE / IGNITION TIME

29 g

29 g

29 g

29 g

TOUCH REMOTE RF

DIMMER SINGLE COLOR

DAYLIGHT SENSOR

SENS1

SENS2

SENS3

SENS5

Parete / Wall 220-240 V/AC 300 W Da 10 Sec. ± 3 Sec. a 7 Min. ± 2 Min. SENS2-18044 1/30 € 17,00

Parete / Wall 220-240 V/AC 300 W Da 10 Sec. ± 3 Sec. a 15 Min. ± 2 Min. SENS3-36044 1/30 € 30,00

Incasso / Recessed 220-240 V/AC 300 W Da 10 Sec. ± 3 Sec. a 15 Min. ± 2 Min. SENS5-36020 1/30 € 28,00

DIM


