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INC-QUARK-R8-BCO

8031414893621

lumen 830 lm

INC-QUARK-R8-NER

8031414893652

lumen 830 lm

watt 8W

beam angle 38°

Ø 50 mm

INC-QUARK-R12-BCO

8031414893638

lumen 1300 lm

INC-QUARK-R12-NER

8031414893669

lumen 1300 lm

watt 12W

beam angle 38°

Ø 75 mm

INC-QUARK-R18-BCO

8031414893645

lumen 2000 lm

INC-QUARK-R18-NER

8031414893676

lumen 2000 lm

watt 18W

beam angle 38°

Ø 80 mm

colour 
temp.

colour

INC-QUARK-R18DA-BCO

8031414923830

lumen 2350 lm

INC-QUARK-R18DA-NER

8031414923861

lumen 2350 lm

watt 18W

beam angle 38°

Ø 80 mm

colour 
temp.

colour

INC-QUARK-R12DA-BCO

8031414923823

lumen 1480 lm

INC-QUARK-R12DA-NER

8031414923854

lumen 1480 lm

watt 12W

beam angle 38°

Ø 75 mm

colour 
temp.

colour

INC-QUARK-R8DA-BCO

8031414923816

lumen 1040 lm

INC-QUARK-R8DA-NER

8031414923847

lumen 1040 lm

watt 8W

beam angle 38°

Ø 50 mm
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technical information

Faretto da incasso con struttura in alluminio 

antiri/esso e 0nitura in bianco o nero satinato.

Recessed spotlight with anti-reJective aluminum 

structure and satin black or white Mnish.

Materiale

alluminio + PC

Colore

bianco satinato
nero satinato

Temperatura colore
selezionabile

3000K / 4000K / 6500K 

Driver

incluso

Material

aluminum + PC

Colour

satin white
satin black

Selectable color
temperature

3000K / 4000K / 6500K 

Driver

included

Fotometria del prodotto / Photometric curve
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